ANGLE METER VALVE SHALL BE
BRONZE W/NYLON BALL VALVE

W/CONDUCTIVE COMPRESSION
CONNECTION AND METER
SWIVEL NUT—MUELLER B-24258

OR EQUAL.
PROP. METER BOX TYPE K
& COVER. SEE COPPER
DETAIL CS 7H. TUBING

\//\///\\//\//\/// \/K\/ L\//\\\//\\\//; 8" :,\\\/\\\/

AN

\— BRICKS

APPROXIMATELY 6"
LAYER OF GRAVEL
FROM BOTTOM OF
BRICK TO BOTTOM

\i OF METER.
CORPORATION STOP SHALL BE COPPER TUBING, TYPE "K”

BRONZE W/NYLON BALL VALVE (3/4" UNLESS OTHERWISE
W/CONDUCTIVE COMPRESSION NOTED)
CONNECTION—-MUELLER

B-—-25008 OR EQUAL.

SERVICE SADDLE—NYLON

COATED DUCTILE IRON NOTE:

W/STAINLESS STEEL STRAP —

(2” WIDE) AND STAINLESS 1. SADDLES ARE REQUIRED FOR ALL 2"

STEEL FASTENERS. AND LARGER TAPS, AND FOR ALL SIZED
TAPS ON 4” OR SMALLER MAINS.

PVC WATER MAIN

2. PRIVATE SIDE WATER MAIN SERVICE TO

BE CHECKED FOR PRESENCE OF LEAD
AT NO ADDITIONAL COST.

CITY OF NORFOLK — DEPARTMENT OF UTILITIES SCALE:
STANDARD DETAILS NOT TO SCALE

DRAWING NO.

TYPICAL TAP INSTALLATION DETAIL
DATE: 05/06 CS 39




